TECH PAPER

POSITIONING OF LIGHTS
VESSELS 12-20M IN LENGTH

Subject to change without prior notice

Vessels 12 - 20 meter in length. Norwegian regulations 1. Dec. 1975 No. 5,
last revised 29. Desember 1998. According to IMO - COLREG 1972

@ Aliround Lantern

[l sSector Lantern
Rule 30 (b)

+—@
Min.
Min 2.5 m HM.
2 m SB'R
ST. . Max.
0.75 rln HM.

Anchored vessels and vessels aground. Note:
(b) A vessel of less than 50 metres in length may exhibit an
all-round white light where it can best be seen, instead of the lights The lantern lamp differ from the NS 2785 Standard.

prescribed in paragraph (a) of this Rule.
The lantern lamp is accepted to be used besause of existing
If the above light is mounted in a vertical line (as in the same mast) navigation light systems.
with NUC lights, it shall be placed at a height above the upper NUC
light of not less than 1 meter.
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POSITION OF LIGHTS VESSELS 12-20M IN LENGTH

LANTERNS

Min. n.m. Part No.
SB Starboard 112,5° 2 2898 SB
P Port 112,5° 2 2898 P
M Masthead 225° 3 2898 M
ST Stern 135° 2 2898 ST
TOW Towing 135° 2 2898 ST.Y
A White 360° 2 2898 A
AR Red 360° 2 2898 AR
AG Green 360° 2 2898 AG

LANTERN LAMPS

TEF 2898 290

Light Bulb

129 Bay 15d
12V/24V 25W
Part No. 9400 050

Weight nav. lantern: 0,74 kg.
Weight All-round lantern: 0,84 kg.
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