
R. Stahl Tranberg AS 
E info@stahl-tranberg.com | stahl-tranberg.com
Main office: Strandsvingen 6 | N-4032 Stavanger | Norway | T +47 51 57 89 00 | F +47 51 57 89 50
Office Oslo: Luhrtoppen 2 | N-1470 Lørenskog | Norway | T +47 24 08 44 10

TECH PAPER

RULES FOR COLREG 72, PART C
RULE 26 FISHING VESSELS

(a) A vessel engaged in fishing, whether underway or at anchor, 
shall exhibit only the lights and shapes prescribed in this Rule.

(b) A vessel when engaged in trawling, by which is meant the 
dragging through the water of a dredge net or other apparatus 
used as a fishing appliance, shall exhibit:

	 (i) two all-round lights in a vertical line, the upper 		
	 being green and the lower white, or a shape consist	
	 ing of two cones with their apexes together 		
	 in a vertical line one above the other;

	 (ii) a masthead light abaft of and higher than the all-	
	 round green light; a vessel of less than 50 meters in 	
	 length shall not be obliged to exhibit such a light but 	
	 may do so;

	 (iii) when making way through the water, in addition to 	
	 the lights prescribed in this paragraph, sidelights and 	
	 a sternlight.

(c) A vessel engaged in fishing, other than trawling, shall exhibit:

	 (i) two all-round lights in a vertical line, the upper be	
	 ing red and the lower white, or a shape consisting of 	
	 two cones with their apexes together in a vertical line 	
	 one above the other;
	 (ii) when there is outlying gear extending more than 150 	
	 meters horizontally from the vessel, an all-round white 	
	 light or a cone apex upwards in the direction of the 	
	 gear.

	 (iii) when making way through the water, in addition to 	
	 the lights prescribed in this paragraph, sidelights and a 	
	 sternlight.

(d) The additional signals described in Annex II to these Rules 
apply to a vessel engaged in fishing in close proximity to other 
vessels engaged in fishing.

(e) A vessel when not engaged in fishing shall not exhibit the 
lights or shapes prescribed in this Rule, but only those prescribed 
for a vessel of her length.

RULE 26 FISHING VESSELS

VESSEL ENGAGED IN FISHING All-round light Sector lantern
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RULES FOR COLREG 72, PART C - RULE 26 FISHING VESSELS

RECOMMENDED EQUIPMENT	                  						         		              

VESSELS 7 - 20 METERS

Description Lantern type  Colour Weight Part No.

Lantern 2898 AL All-round 360° White 0,84 kg. 2898 500

Lantern 2898 AL All-round 360° Green 0,84 kg. 2898 600

Lantern 2898 AL All-round 360° Red 0,84 kg. 2898 700

Lantern 2898 AL Additional 360° White 0,84 kg. 2898 504

Lantern 2898 AL Additional 360° Red 0,84 kg. 2898 704

Lantern 2898 AL Additional 360° Yellow 0,84 kg. 2898 804

VESSELS MORE THAN 20 METERS

Lantern 2870 A All-round 360° White 2,85 kg. 2870 510

Lantern 2870 AG All-round 360° Green 2,85 kg. 2870 610

Lantern 2870 AR All-round 360° Red 2,85 kg. 2870 710

Lantern 2870 A 1/2 All-round 181° White 2,85 kg. 2870 511

Lantern 2870 AG 1/2 All-round 181° Green 2,85 kg. 2870 611

Lantern 2870 AR 1/2 All-round 181° Red 2,85 kg. 2870 711

Lantern 2870 A, 230V, signal light only 1/2 All-round 181° White 2,85 kg. 2870 513

Lantern 2870 AG, 230V, signal light only 1/2 All-round 181° Green 2,85 kg. 2870 613

Lantern 2870 AR, 230V, signal light only 1/2 All-round 181° Red 2,85 kg. 2870 713

Lantern 2870 A.T Additional 360° White 2,85 kg. 2870 516

Lantern 2870 AR.T Additional 360° Red 2,85 kg. 2870 716

Lantern 2870 AY.T Additional 360° Yellow 2,85 kg. 2870 814

Lantern 2870 A.T 1/2 All-round Additional 181° White 2,85 kg. 2870 515

Lantern 2870 AR.T 1/2 All-round Additional 181° Red 2,85 kg. 2870 715

Supply voltage Max load Max fuse size Part No.

Trawler signal and purse seiner 24V DC 6 x 80W 10A (Type B) 4614 100

Trawler signal and purse seiner 24V AC 6 x 80W 10A (Type B) 4614 150

Trawler signal and purse seiner 115V AC 6 x 200W 10A (Type B) 4614 200

Trawler signal and purse seiner 230V AC 6 x 200W 10A (Type B) 4614 300

Trawler signal only 24V DC/AC 4 x 80W 10A (Type B) 4614 101

Trawler signal only 115V AC 4 x 200W 10A (Type B) 4614 201

Trawler signal only 230V AC 4 x 200W 10A (Type B) 4614 301

Purse seiner flash only 24V DC 2 x 80w 10A (Type B) 4614 102

Purse seiner flash only 24V AC 2 x 80W 10A (Type B) 4614 152

Purse seiner flash only 115V AC 2 x 200W 10A (Type B) 4614 202

Purse seiner flash only 230V AC 2 x 200W 10A (Type B) 4614 302

PLEASE SEE TECH PAPER FOR NORWEGIAN WATER TTP1011

CONTROL PANEL FOR TRAWLER AND PURSE SEINER SIGNALS  (ONLY FOR NORWEGIAN WATERS)
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