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TECH PAPER 
NAVIGATION LIGHTS
INCANDESCENT VS LED LIGHT BULB

INCANDESCENT VS LED BULB - ENGLISH

We often get questions about the use of LED light bulbs in nav-
igation lights and problems that arise when using LED bulbs. 
The navigation lights are tested and approved with specific 
types of light bulbs. If other bulb types are used the approval 
of the navigation light is simply no longer valid. 

The reasons for this are listed below:

•	 To obtain correct light intensity and cut-off angles it is im-
portant that the bulb has the same characteristics as the 
navigation light is designed for. The lens and screen do 
not match a LED bulb and hence will not fulfil the optical 
characteristics correctly. 

•	 The emitted colour spectrum of a LED bulb is different from 
an incandescent bulb. A LED bulb in combination with 
coloured navigation light lens may result in a poor light 
output. 

•	 Most navigation light control panels are constructed for 
monitoring incandescent bulbs and will not be able to de-
tect failures that may occur in a LED bulb. Due to low cur-
rent consumption and non-sinusoidal current draw, alarm 
may occur at normal operation. 

To conclude: 
Do not use LED light bulbs in conventional navigation lights. 
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GLØDELAMPE VS LED LAMPE - NORSK

Vi får ofte spørsmål angående bruk av LED pærer til navigasjonslys 
og problemer som oppstår ved bruk av LED pærer. Navigasjonslys 
er testet og godkjent med spesifikke typer av pærer. Hvis andre 
pæretyper brukes er godkjenning rett og slett ikke lengre gyldig. 

Grunnene for dette er listet opp nedenunder:

•	 For å oppnå korrekt lysintensitet og avskjæringsvinkel er det vik-
tig at pære har same karakteristikker som navigasjonslyset er 
godkjent for. Linse og skjerm er ikke kompatibel med LED pære 
og bruk av LED pære vil resultere i lysfordeling og intensitet som 
ikke er korrekt. 

•	 Utstrålt fargespektrum fra en LED pære er forskjellig fra 
glødepærer. En LED pære i kombinasjon med farget linse kan 
resultere i veldig dårlig lysutbytte. 

•	 De fleste kontrolltavler for navigasjonslys er konstruert for over-
våking av glødepærer og vil ikke kunne detektere feil som kan 
oppstå i LED pærer. Grunnet lavt og ikke-sinusformet strømtrekk 
kan det også oppstå alarm ved normal operasjon. 

Konklusjon: 
Bruk aldri LED pærer i konvensjonelle navigasjonslys.  


